
	  
	  
	  
	  

Product Data Test	  Method	   Values	  
Product Weight D5261/D751 35 oz/sq yd 
Puncture (CBR) D6241 800 lbs 
Tensile Product (MD) D4595 1,000 lbs/ft (min) 
Tensile Product (XD) D4595 1,000 lbs/ft (min) 
Interface Friction D5321 25° (with sandy soil) 
Aerodynamic Evaluation Wind Tunnel 100 mph min. 
	  
SUPPLY INFORMATION (Standard Roll Dimensions) 
	  

Thickness Width Length Area (approx..) Weight (avg.) 

 ft m ft m ft2 m2 lbs Kg 

Turf Component 12 3.7 300 91.44 3,600 334 840 381 
	  
Notes:  
Turf rolls are wound on a 6-inch core and are strapped and wrapped for shipment.  Special roll lengths are available 
upon request. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

VersaCap® product (U.S. and International Patents Pending) and registered trademark are the property of Watershed Geosynthetics, 
LLC.  All information, recommendations and suggestions appearing in this literature concerning the use of our products are based 
upon tests and data believed to be reliable; however, this information should not be used or relied upon for any specific application 
without independent professional examination and verification of its accuracy, suitability and applicability. Since the actual use by 
others is beyond our control, no guarantee or warranty of any kind, expressed or implied, is made by Watershed Geosynthetics, LLC 
as to the effects of such use of the results to be obtained, nor does Watershed Geosynthetics, LLC assume any liability in connection 
herewith.  Any statement made herein may not be absolutely complete since additional information may be necessary or desirable 
when particular or exceptional conditions or circumstances exist or because of applicable laws or government regulations.  Nothing 
herein is to be construed as permission or as a recommendation to infringe any patent. 
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